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Overview 

We all know about the ugly sounding honk that our alarm system makes. For the 
Rest of the World, they have the more upscale sounding chirp for an alarm sound. I have 
always wanted to do this mod, based on the honk driving me crazy AND also wishing to 
retain some sort of audible signature for alarm activation/deactivation. 

 
This DIY is a mix of Mk5 (Jetta & GTI) and B6 (Passat & CC), as many steps are the 

same for both. So, youΩll see quite a few photos that are of different cars. Unless a step 
is explicitly called out as being for one car or another, you can assume they are the same 
for both chassis. 

Difficulty Rating 

 
 

Parts Required for Installation 

Chirp Alarm Retrofit 

Tools Required for Installation 

¶ T-20 Driver or Socket 

¶ T-10mm driver or socket 

¶ Drill with Drill Bits   

¶ Pin extractor  

 

 

 

 

http://oemplus.com/index.php?main_page=product_info&cPath=75_21_47&products_id=904
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Installation 

For the Passat, there are a few specific things to keep in mind: 
 
1. The stainless steel siren cover is not the same for B6 and Mk5. There is no siren cover 
available for the B6 Passat in the US, but some companies import them. I managed to 
still get the Mk5 cover onto the B6 with a little bending of the screw tabs. The top tab 
ǊŜƳŀƛƴǎ ǳƴπƛƴǎŜǊǘŜŘ ƛƴ ŀ ǎƭƻǘ ǿƛǘƘƛƴ ǘƘŜ fender, but the two screws hold it in tight. 
2. Most people that did this retrofit ran two new wires for ground and constant 12V 
from the Siren 3pin plug. Studying the wiring diagram further however shows that you 
ƻƴƭȅ ƴŜŜŘ ǘƻ Ǌǳƴ ƻƴŜ ǿƛǊŜππǘƘŜ LIN (pin 1 from the siren plug) to the 
/ƻƳŦƻǊǘκ/ƻƴǾŜƴƛŜƴŎŜ aƻŘǳƭŜ ό//aύππtwh±L595 ȅƻǳ Ŏŀƴ ǊŜŀŎƘ the existing alarm horn 
relay and short it (thanks to Maloosheck for pointing this out in the MK5forums). Please 
note this alarm horn has nothing to do with the car's regular dual tone horn system. 
3. Access to the relay carrier 2 is a royal PITA to reach. This is where the current H12 
Horn relay is(which has to be shorted if you don't want to run two new wires from the 
new siren 3 pin plug). This relay carrier is behind relay carrier 1, which can easily be seen 
behind the cubby door on the left side of the steering wheel. 
 
Phase One: Removal of old horn 
 
1.1. Remove right front wheel. If you can't handle removing the wheel without detailed 
pictures and instructions, stop. You don't belong here. Go pay someone else to do this 
for you. 
1.2. ¢ƘŜ ƘƻǊƴ ƛǎ ōŜƘƛƴŘ ǘƘŜ ǊƛƎƘǘ ŦǊƻƴǘ ǿƘŜŜƭ ǿŜƭƭ ƭƛƴŜǊ ŀƴŘ ȅƻǳΩƭƭ ƴŜŜŘ ǘƻ ǊŜƳƻǾŜ ŀōƻǳǘ 
20 Torx screws to get at it. The photo below shows the Mk5, but Passat B6 is similar. 
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1.3. The diagram below shows the precise location of the Torx screws. Again, the image 
shows the Mk5, which is similar to Passat B6. 
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1.4. Once removed, look inside above and to the rear of where your wheel was, and 
you'll see that annoying little horn. You can see where the original horn bracket is 
riveted to the chassis. Drill and remove both of those rivets, unplug the original horn, 
and remove the whole assembly by just pulling down a bit and it'll fall out. Disconnect 
ǘƘŜ ƘƻǊƴ ŦǊƻƳ ǘƘŜ ƘŀǊƴŜǎǎ όȅƻǳΩƭƭ ƴŜŜŘ ǘƘŀǘ in a bit) and discard or store the spare parts 
as you see fit. 
 

 
 
 
 
 
 
 
 



Chirp Alarm Retrofit     
 

 

6 of 28 

 
 

1.5. Before you toss the horn and bracket out, pull off the rubber/plastic dampener 
shown below. It can be attached to the new bracket and will (depending on model) 
continue to prevent rattling and squeaking. 
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1.6. Moving inside, you'll need to remove your glove box to gain access to the CCM. I 
didn't take any photos of this, as it is not particularly difficult. Six to eight Torx T20 
screws (depending on ƳƻŘŜƭύ ŀƴŘ ȅƻǳΩǊŜ ŘƻƴŜΦ hƴŎŜ ƛǘϥǎ ƻǳǘΣ ȅƻǳϥƭƭ see this. 
 

 
 
1.7. !ǘ ǘƘŜ ǘƻǇ ƻŦ ǘƘŜ //a ƘƻƭŘŜǊ ŀǊŜ ǘǿƻ ǇƭŀǎǘƛŎ млƳƳ ƴǳǘǎ ǘƘŀǘ ƘƻƭŘ ǘƘŜ ǳƴƛǘ ƛƴΦ ¸ƻǳΩƭƭ 
need to remove them in a moment. In the image above, take note of a tab on the upper 
right side (visible above) that you need to release. Lifting it gently and sliding the CCM to 
the left will allow you to plug in the new connector, which is coming up shortly. 
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1.8. Once the CCM is loose, it will swing out of the way and expose the inside of the fire 
wall. This will allow access for running the new wire through for the horn. 
 

 
 
 
1.9. 
Phase Two: Wiring 
 
Okay, we know your original horn used two wires. Your new one has three wires. 
There are 3 different connection scenarios depending on the year and equipment. The 
wiring is certainly different between them. The chirp style uses a 3rd connection to the 
Lin bus for triggering while the new style connects to through a really controlled by the 
convenience module. 
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#1 π 2005 "Chirp" ATA Horn ¢ƘŜ ŘƛŀƎǊŀƳ ȅƻǳ ǇƻǎǘŜŘ ŀōƻǾŜ ƛǎ ǘƘŜ /!bπ.¦{ ŎƻƴƴŜŎǘƛƻƴ 
to the 2005 style horn, but not the whole picture. 
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#2 π 2006 "Honk" ATA Horn without MFA: This is if you have a base edition without the 
MFA control of the convenience system (the alternate convenience version is shown for 
comparison. 
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#3 π 2006 "Honk" ATA Horn with MFA: This is the version posted above. 
 

 
 
Wiring MFAπEquipped Cars 
2.1. Looking at the diagram above, we can see Pin 1 on the original alarm horn goes to 
ground. Cut this wire at the old connector, we will reuse this to ground our chirp horn. 
Connect this to Pin 2 ƻƴ ǘƘŜ ƴŜǿΣ ǘƘǊŜŜπǇƛƴ ŎƻƴƴŜŎǘƻǊ ŦƻǊ ȅƻǳǊ ƴŜǿ ŀƭŀǊƳ ƘƻǊƴ ǳǎƛƴƎ 
one of your repair wires. 
2.2. Now, Pin 2 on the original horn went to an alarm horn relay. We are just going to 
ignore this, as we can't use that relay on this siren. Tape the wire off and secure it out of 
the way. 
2.3. wŜŦŜǊǊƛƴƎ ōŀŎƪ ǘƻ ǘƘŜ ƴŜǿ ǘƘǊŜŜπǇƛƴ ŎƻƴƴŜŎǘƻǊΤ tƛƴ н ǘŀƪŜƴ ŎŀǊŜ ƻŦ ŀƴŘ tƛƴ о ƛǎ ŜŀǎȅΣ 
so knock that out real quick. It just needs a fused 12v constant power source. I used an 
existing 5amp fuse ƛƴ ǘƘŜ ŜπōƻȄ ōŜǎƛŘŜ ǘƘŜ ōŀǘǘŜǊȅΤ {ƭƻǘ нл LLw/Φ ¢ƘŜ ƻƴƭȅ ǘƘƛƴƎ ǘƘŀǘ 
matters is it gets constant power, doesn't matter where it comes from. You can go 
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direct to the battery if you want, but use an inline fuse. Hook this up LAST, after 
everything else! Once you hook the power up, you cannot unhook it without the siren 
going crazy. 
 
2.4. Finally, Pin 1. This needs to go to the CCM. Using the harness provide, plug it into 
ǎƻŎƪŜǘ ¢сΦ¢Ƙƛǎ ǿƛƭƭ ŎƻƴƴŜŎǘ ƛƴǘƻ tƛƴ с ƛƴ ǘƘŜ ƭŜŦǘƳƻǎǘ ǎƛȄπǇƛƴ ŎƻƴƴŜŎǘƻǊ όǎŜŜ ǊŜŘ ǿƛǊŜ ƛƴ 
picture below), ǿƘƛŎƘ ƛǎ ƴŜŎŜǎǎŀǊȅ ƛŦ ȅƻǳ ŘƻƴΩǘ ƘŀǾŜ ǘƘŜ ǇǊƻǇŜǊ ŎƻƴƴŜŎǘƻǊΦ 
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2.5. This image shows the same board (sorry for the angle) with the correct plug & wire 
configuration installed. 
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2.6. Mk5πspecific: To get this new wire out to the chirp alarm horn, drop the CCM down 
(2 plastic 10mm nuts) and you'll see this foam behind it. 
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2.7. Mk5πspecific: Move the foam out of the way, and you'll see a grommet. Run the 
wire through that grommet as depicted. 
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2.8. B6πspecific: Here the wire bundle that comes through the firewall from the engine 
compartment, under the passenger foot well. You can feed the new wire along next to it 
and through the same grommet. 
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2.9. Now, pull your cowl panel up (around your wipers) and the wire will be coming 
through there. You can easily route it right down to the alarm horn from here and 
connect to Pin 1. 
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2.10. This shot shows where the wire passes through the rain tray on the passenger side 
and into the engine bay. 
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2.11. ! ŎƭƻǎŜπǳǇ ƻŦ ǘƘŜ ǿƛǊŜ ǇŀǎǎƛƴƎ ǘƘǊƻǳƎƘ ƛƴǘƻ ǘƘŜ ŜƴƎƛƴŜ ōŀȅ ǿƛǘƘ ǘƘŜ ƻǘƘŜǊ ǿƛǊŜ 
bundles. 
 

 
 
Wiring NonπMFA Equipped Cars 
 
2.12. Fear not, your wiring work is just a bit different. You can skip a small step, as your 
original pin#2 already Ǌǳƴǎ ǘƻ ǘƘŜ //aΦ ¸ƻǳ Ŏŀƴ ǊŜǳǎŜ ǘƘƛǎ ǿƛǊŜΣ ōǳǘ ȅƻǳΩƭƭ ƴŜŜŘ ǘƻ 
modify the pin tip when you move it from Pin 3 to Pin 6 on the T6 connector. 
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Here is the same picture, but with the LIN wire connected in T6/6. 
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Here is the location of the relay carrier 2 and the already removed harness from the 
carrier (pink). Note I've removed most of the relays from the CECM relays and dislodged 
relay carrier 1 just to get my hand in there. Alternatively, I could have removed the 
dashboard to access this relay carrier. 
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Here is the new siren wired and ready for testing, before installation in the wheel well. 
Existing Honk Plug which you will get rid of: 
Pin 1 is Ground 
Pin 2 is Positive 
Siren 3 pin plug that you will install: 
Pin 1 Lin T6/6 at the CCM 
Pin 2 is Ground 
Pin 3 is Positive 
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Phase Four: Software Coding 
5.1. This step is pretty straightπŦƻǊǿŀǊŘΦ ¦ǎƛƴƎ ±!Dπ/ƻƳΣ ±/5{ ƻǊ ǘƘŜ ŦŀŎǘƻǊȅ рлрмκрлрн 
tools, log into your Central Electronics module (Address 46) and select coding (Address 
07) and then Long Coding Helper. 
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Phase Five: Horn Installation 
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Phase Five: Horn Installation 
 
7. Here, you can see two types of siren covers. The one on the left is from an Audi A3 
and the one on ǘƘŜ ǊƛƎƘǘ ƛǎ ŦƻǊ ǘƘŜ aƪрΩǎΦ ¢ƘŜ .сπǎǇŜŎƛŦƛŎ ŎƻǾŜǊ ƛǎ ƴƻǘ ǎƘƻǿƴΣ ōǳǘ ƛǎ ǾŜǊȅ 
similar to the Mk5. 
 

 
 
 
 
 
 
 
 
 


